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ABSTRACT

Licencing requirements, as well as reasonable engineering considerations, imply the
necessity of analysing spent fuel flasks against impact events. Such analyses must
generally be conducted using explicit integration procedures, large three-
dimensional meshes and realistic non-linear behaviour of the materials involved;
they must also incorporate the appropriate bolt stresses, internal pressures and
thermal conditions prior to impact. This procedure involves considerable time and
expense and, at some point, carrying it out becomes inevitable.

In spite of this inevitability, it would be very convenient to have at hand faster
and cheaper procedures, able to generate some information about flask Impacts
without having to conduct the ful] analyses. The present paper proposes simplified
procedures which are suitable for assessment of impacts of bare flasks against rigid
planes. The procedures allow conducting immediate assessments of the impact
duration, the time history of forces generated during the impact, the mean
decelerations of the flask internals and the spatial extension of flask crushing.

The proposed procedures are suitable, in principle, for all impact attitudes of
interest: bottom drop, lid drop, side drop, corner/edge drop and overturning impacts.
They apply to flasks devoid of shock absorbers or design features intended to
provide some impact limiting capacity. The paper presents some comparisons with
full three dimensional calculations and experiments to support a discussion about
the applicability and reliability of the simplified prediction tools proposed.

1. INTRODUCTION

The transport and storage of radioactive materials (be those spent fuel, reprocessing
waste or other) are activities which give rise to a number of potential impact
problems. Most national requirements on transport flasks are based on the updated
IAEA [1] guidelines. From the viewpoint of impact resistance, they usually demand
that the flask sustain successfully all 9 m drops onto unyielding plane targets and all
1 m drops onto 15 ¢cm square punches. All impact attitudes must be taken into
account, including the possibility that design singularities (such as lifting trunions,
cooling fins or other local features) be directly involved in the impact. The
prescribed drop height for testing is obviously related to the allowable speed limits

during transport. Thermal and other conditions at impact must be the most
pessimistic ones.



It has been mentioned that the flask must sustain "successfully" the prescribed
impacts. From a conceptual viewpoint, success is usually assessed on the basis of
three different concurrent criteria:

a) No gross structural damage must occur; in other words, the flask must

maintain its structural integrity. A corner may flatten, but the flask must not
break.

b) The isolation of the contents must also be preserved. This requirement can be

stated either in terms of tolerances at the seals or dosage in the proximity of
the flask.

¢) Damage to the contents must be limited and not lead to thermal, criticality or
other problems. This is often replaced by establishing an upper bound on the
accelerations felt at the centre of gravity of the flask; the upper bound on the
acceleration level must be known to be acceptable for the flask internals.

During transport, a number of existing designs provide flasks with impact
limiters or shock absorbing devices at their ends, often involving wood for the shock
absorption. Others have design features in the flask body which naturally operate in
a shock-absorbing capacity because of thinned sections in corner elements, legs or
other elements which can dissipate energy by localized plastic straining.

Storage flasks (as well as dual-purpose and multi-purpose flasks, which are used
for both transport and storage activities) must perform successfully when subjected
to handling and storage accidents. The transport impact limiters are not in place
during storage operations and, as a consequence, flasks which use that protection for
transport are somewhat more vulnerable in handling and storage operations. In fact,

some storage flasks also include impact limiting devices which are in place during
handling and storage.

In any case, the impact requirements which appear during handling and storage
operations are different from those associated with transport. They are usually less
demanding, although this need not always be the case: it depends on the type of
operations to which the flask is to be subjected, in particular, its maximum possible
elevation above a resisting surface and the maximum speed at which handling
movements take place. The flask must generally be assumed to drop from the
highest elevation and in the most damaging attitude, irrespective of the controls and
redundancies provided in the lifting and handling processes. Operational moving
speeds for the flask are usually of lesser concern, as they are typically very low
compared to the velocities attained in the postulated drops.

Apart from the requirements imposed on the flasks, the structures which may
undergo their impact must also be designed to sustain it successfully. This may be
translated into different criteria depending on the type and function of each specific



structure. But, in any case, it requires conducting an assessment of the effects
induced by the flask impact.

Some of the present ideas were already advanced recently by Marti [2] in a
chapter dedicated to flask impact studies within a more general book on impact.
However, that chapter was dedicated to the generalities of the impact problem and
did not include the simplified plastic considerations proposed here.

2. ASSUMPTIONS AND METHODOLOGY

Flasks are very stiff and competent structures; also, when they drop, regulations
usually assign infinite rigidity to the target in an attempt to remain conservative. For
the purposes of this paper, only impacts on rigid planes will be considered.

A simplified treatment of any problem requires accounting for the most
important governing mechanisms. From this viewpoint, it is important to subdivide
flask impacts into two different categories:

e Impacts which occur essentially within the elastic regime of the materials:
base drops, lid drops and face drops in cubical flasks.

* Impacts governed by local plastic straining: side and edge drops in
cylindrical flasks, as well as corner and edge drops in cubical flasks.

2.1 Quasi-elastic impacts

By nature, such impacts are very rigid. Since a large contact area is available from
the beginning, the momentum exchange is very rapid and efficient. For simplicity,
only base drops of cylindrical flasks will be discussed here, but the concepts are
analogous in lid drops or, in case of cubjcal flasks, in any purely translational base,
lid or side drop. For such impacts, even in bare cask 9 m drops, very little plasticity

is developed in the flask materials. The elastic impact stresses o developed upon
impact would be:

o= pev (1)

where p is the density of the material
¢ is the speed of wave propagation in the material
v is the impact velocity

Waves transmitting this stress leve] (or a somewhat smaller one limited by
material yield) travel at around 5 km/sec across the base thickness and along the
flask walls. These waves rebound quickly from their travel across the base thickness
(on the order of 0.1 msec), but take longer to return from their longitudinal travel
along the flask. In a first approximation, the impact force developed can be



idealized (Figure 1) as a short pulse with amplitude /) lasting 7,, followed by a
longer pulse of amplitude F, lasting 7., where:

e ;= 0A;, where A, is the total cross section of the flask
o ;= 2l/c, where / is the base thickness

o [, = oA, where A, is the cross section of the flask walls
o t;=2L/c, where L is the total length of the flask

and the remaining variables retain their former meaning.
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Fig. 1 Idealized contact force history developed in the course of base and lid impacts

The rebound of the base plate leads to a half-cycle oscillation in its natural
frequency, during which the base centre loses contact with the impacted plane. If ¢,
exceeds that half-cycle duration, the base will impact the plane a second time.
Multiple base rebounds are possible in sufficiently long flasks.

The previous considerations allow conducting a quick assessment by hand of
many of the main characteristics of the impact event: force time history, mean
deceleration of internals and impact duration. As will be seen later, this assessment
is in reasonable agreement with more detailed calculations; however, a number of
additional aspects may warrant consideration in practical applications.

Firstly, base drops are often noisy impacts; the fast times involved and the quasi-
elastic behaviour of the materials contribute to the activation of high-frequency
vibrations of the flask structure.

Also, the wave propagation along the walls may be slightly slower than across
the base because of the lack of radial confinement. The effects on the lid(s) are
analogous to those discussed for the base, except that full oscillation cycles are

developed in the case of the lids since there is no target plane arresting the motion
after one half-cycle.



It should be noticed that restraining forces must be developed in order to keep the
lid from abandoning contact with the flask walls. These forces will initially generate
from a decrease in the lid pre-compression (given by bolt pre-tensioning); but, if
that is exceeded, the excess would have to be taken as an additional load by the lid
bolts, as was already mentioned earlier.

Generally, base drops imply little threat on the flask structural integrity because
of the symmetries of the configuration and the large contact area available.
However, they are a potential source of problems on three counts:

* The impact duration is minimal (typically 3-4 msec in 100 ton flasks). This
leads to high deceleration values, with whatever implications this may have
for the flask internals (possible buckling, etc.).

° The high decelerations also maximise lead slumping effects in flasks which
incorporate this material.

* Some attention must be given to lid bolts.

2.2, Plastic impacts

Greater damage to the flask structure occurs when the flask attitude at impact is
such that only a small contact area is initially available for momentum exchange

between the flask and the target plane. There are two types of impacts of interest
here:

* Translational impacts on a corner/edge with the centre of gravity directly
above the impact point,

* Mixed impacts resulting from the overturning of a flask during storage or in
handling operations.

The procedure will be described here as applied to a comer drop in a cylindrical
flask, but it is readily applicable to comer, edge and some overturning impacts in
both cylindrical and cubical flasks. Some such applications will be presented and
discussed in later sections.

An important feature of these impacts is the fact that the initial contact area is
infinitesimal. Hence, any finite exchange of momentum must be accompanied by
plastic flattening of the impacted edge/corner. The criteria for assessing the

acceptability of the effects produced in the flask must therefore take account of this
inescapable fact.

Plastic straining of the edge/comer leads to a gradual increase of the effective
contact area between the flask and the target plane. From the viewpoint of



momentum exchange, this is felt as a progressive stiffening of the contact, thus
providing a certain shock absorbing capacity. For a simplified treatment of the

priblem, the assumption made here is that, at any time, the contact force  can be
calculated as:

F = cA®x) )

where ois a stress, intermediate between the yield and ultimate stresses

A(x) is an area, which is a function of the displacement x accumulated by the
flask's centre since the impact started

The value of A(x) is calculated as the area of intersection of the flask and the
plane when their relative distance is shortened by an amount x following initial
contact. The determination of 4(x) is a simple exercise in geometry and calculus for
both cylindrical and cubical flasks.

The history of movements of the flask's centre of gravity and the history of the
impact force can then be easily calculated by integrating the scalar equation of
motion of the flask as a point mass:

£ = gA(ym | 3)

where ¥ is the acceleration of the flask's centre of gravity
n 1s the mass of the flask

The equation, provided with the appropriate initial conditions (at 7 = 0, x = 0 and
X = -vp), can be solved by simple explicit integration or other similar procedures.
The integration must continue until the flask's velocity .t changes sign. At that time,
the unloading process begins, which eventually results in the rebound of the flask.
To model this process, the easiest realistic assumption is to decrease the impact load
linearly to zero over a half-period of longitudinal vibration of the flask, i.e. a little

bit more than the time required by. pressure waves to travel along the length of the
flask.

The contact force history developed in these impacts is approximately made of
two traces such as idealized in Figure 2. The first one (not necessarily linear) is
associated with the increase in contact area resulting from local flattening. The
second one represents the elastic rebound following the development of the force
peak. This impact is about an order of magnitude longer in duration than the
corresponding base/lid drops, lasting typically 20-30 msec. Because this time is
equivalent to several flask periods in its first vibrational mode, the impact is far less
dynamic (mobilisation of inertial forces is much smaller) than in the case of base/lid

drops. As a consequence, the impact tends to be less noisy and oscillatory
deviations in the response are only moderate,
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Fig. 2 Idealized contact force history developed in the course of corner and similar
impacts

As already indicated, corner/edge impacts are more demanding events from the
viewpoint of the integrity of the flask, which has to undergo major local
deformations. But, although this effect is serious, it is only local; as compensation,
this local sacrifice drastically limits deleterious effects elsewhere in the flask.

3. VALIDATIONS AND APPLICABILITY

As is the case in all simplified procedures, their interest lies in their ability to
reproduce one or more aspects of the actual problem. Several cases will be

discussed here in order to assess the reliability of the drastic simplifications
proposed.

3.1. Base drop

The concepts presented in the previous section have been used to study the problem
of a low height drop of a real cylindrical flask. The flask, developed by ENRESA in
Spain, is known as DPT (Dual-Purpose Trillo) flask; as the name suggests, it is
intended for both transport and storage of the spent fuel of the Trillo nuclear power
plant. The accident studied here is a storage related accident, otherwise the flask
would have been provided with transport shock absorbers. In storage operations, the

drop height cannot exceed 0.38 m, which is the height for which the present
analysis has been conducted.

The flask is cylindrical with internal and external diameters of about 1.78 m and
2.18 m, respectively. The overall length is 5.02 m and the base thickness 1is

approximately 0.31 m. The total weight of the flask, including lead shielding in the
walls and the flask internals, is 1045 kN.

The base drop from 0.38 m has been modelled with DYNA3D [3] using the
complex three-dimensional mesh shown in Figure 3. The resulting history of
calculated forces is plotted together with the estimates based on the procedure
proposed in section 2.1 (see Figure 4). As can be seen, the agreement is very
reasonable. The simplified procedure can be carried out in only a few minutes and



the estimates for impact duration, force history and, consequently, mean
deceleration of the contents are certainly adequate for a first assessment of the
consequences of the impact, both on the flask and on the impacted structure.
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Fig. 3 Mesh used in the finite element simulation of the STC/DPT flask.
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Fig. 4 Comparison of force-time histories in a base drop of the STC/DPT flask.
The double peak appearing in the first impact of the flask's base occurs because

the base is actually made of two steel plates with a softer intermediate material. This
feature was taken into account in the finite element calculations.



It is interesting to notice that, in this particular case, the base impacts the plane
twice while the walls maintain continuous contact with it. A third impact occurs
when the flask is loosing contact; actually, as suggested by the time history, this
third impact occurs just as the walls leave contact with the plane.

Some approximations have been used in the calculation of the simplified force
history. Firstly, since the walls include both lead and steel, homogeneized stiffness
and density properties have been used for estimating wave propagation velocities.

Second, the period of oscillation of the base has been taken as that of a simply
supported circular plate.

3.2 Comer/edge impacts

Two very different impacts are considered here. The first one is an edge impact of
the same flask already described in the previous section; the drop height is again
0.38 m, corresponding to the postulated storage accidents, when the flask is not
protected with the transport shock absorbers. It is therefore a small velocity impact.

At the other extreme, the second impact is an 18 m drop of the Magnox flask
(Figure 5). This is a cubical flask with overall dimensions of 2.2 m,26mand2.2m
and a total weight of 420 kN. This flask impact was modelled in three dimensions
by Kalsi and Dowling [4] using PR3D [5] and was subjected to a full-scale drop test
[61.
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Fig. 5 Corner impact of the Magnox flask

For the case of the edge impact of the STC/DPT flask, Figure 6 presents a
comparison of the force histories developed by the simplified procedure and by the
three-dimensional finite element calculations. Once again, the agreement is more



than sufficient to make the simple procedure proposed very useful for initial
calculations.
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Fig. 6 Comparison of force-time histories in a corner drop of the STC/DPT flask

The series of steps which appear in the results of the finite element calculation
are related to the mesh refinement; successive steps correspond to additional nodes
contacting the target plane. In comparison, the simplified procedure generates a
consistent but more natural prediction.

The unloading slope in the simplified prediction arises from the assumption that,
past the peak, the rebound occurs over a period equal to the time taken by
compressional waves to travel the flask. The area under this unloading part provides
a prediction of the rebound velocity. The predicted value of 0.4 m/sec does not
compare too badly with the 0.6 m/seg calculated using the finite element method.

Concerning the Magnox flask, similar conclusions can be achieved by inspection
of Figure 7. There, the force histories arising from the three-dimensional
calculations, the actual experiment and the simplified procedure proposed in section
2.2, are all plotted together. As can be seen, the simplified procedure yields a
loading curve which is perfectly consistent with the finite element calculations and,
indeed, with the experimental measurements. The only noticeable difference arises
from the internal dynamic oscillations; obviously these cannot be predicted in a
model which reduces the flask to a single mass point. In the present case, no attempt
has been made to evaluate the unloading slope of the force history since, for a
cubical flask in a corner impact, no simplified procedures are easily available for
estimating the corresponding natural frequency.

It is interesting to notice that integration of eq. 3 also provides information about
the extent of plastic crushing undergone by the flask. Figure 8 presents the progress
of crushing in the edge impact of the STC/DPT flask.
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Fig. 7 Comparison of force-time histories in a corner drop of the Magnox flask
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Fig. 8 Comparison of crushing in a corner drop of the STC/DPT flask

3.3 Overturning impact

The simplified procedures proposed for plastic impacts can also be utilized for side
impacts, including those where the flask movement is not purely translational. The
process, however, is slightly more complex. The basic difference is that eqs. 2 and 3
have to be supplemented with another two equations, corresponding to the
calculation of moments and angular accelerations; the details are not included
because the process is entirely parallel for the angular and linear parts.



The results presented below correspond to the overturning of the STC/DPT flask,
starting from the position of unstable static equilibrium in which the centre of
gravity is directly above the edge-plane contact point, If the flask is allowed to
overturn from this position (assuming frictionless contact with the plane), by the
time it impacts the plane it has acquired a vertical translational velocity of 4.69
m/seg plus a rotational velocity of 1.86 rad/sec.

The global force calculated by finite elements is shown in Fig. 9 compared to
those obtained by the simplified procedure: that labeled "far end" corresponds to the
upper part of the flask, which is the one initially provided with a normal velocity
against the plane. The "near end", or lower part of the flask, is the instantaneous
centre of rotation at the time of impact and has no initial normal velocity. The total
force developed would be the sum of both components.
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Fig. 9 Comparison of force-time histories in an overturning impact of the STC/DPT flask

As can be seen, the approximation is not very good. After careful investigation,
the reason became obvious: this impact is not controlled by quasi-static local plastic
yielding like the comner drops. The first bending period of the flask, calculated by
finite elements, is 6.15 msec; this is no longer short compared to the duration of the
generated loading, which would have been around 5.8 msec. Thus, the response is
not controlled purely by local plastic yielding, but by a combination of plastic
yielding and elastic bending. As a matter of fact, the oscillatory load ramp from 0 to
6 msec and the smooth descent from 6 to 12 msec clearly indicate the major
influence of the bending mode mentioned.

In summary, the simplified procedure could have been expected to work if the
body of the flask had been fairly rigid, i.e. if its first bending period had been
considerably shorted than the time over which the interaction load is predicted to



develop. Failure to ensure compliance with this criterion may result in the
generation of poor results, such as those presented here.

4, CONCLUSIONS

Simplified procedures have been proposed for producing quick estimates of some of
the most important characteristics of flask impacts. The procedures cover primarily
elastic impacts (bottom and lid drops), as well as those which elicit considerable
plastic response (corner/edge drops, side drops and overturning impacts).

The main characteristics that can be estimated using simplified procedures are
impact duration, peak impact force, approximate histories of impact forces and
mean decelerations, extent of flask crushing and rebound velocity.

The comparisons performed between the predictions of the simplified
procedures, experimental measurements and finite element calculations indicate that
the quality of the simplified predictions is more than adequate for a first assessment
of the problem. The results are very good for primarily elastic impacts, such as base
drops, and for primarily plastic impacts, such as comer drops. However, a more
sophisticated procedure would be required for impacts where elastic and plastic
mechanisms play roles of comparable importance, such as the overturning impact
presented here. It is worth pointing out, though, that the problem does not arise
because of the mixed translational and rotational character of the overturning

impact, but because of the comparable roles played by elastic and plastic
mechanisms in the particular case studied.
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